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Punzoni testa rinforzata HSS                                                                             
HSS reinforced head punches
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Materiale  Material : 1.3343 - HSS
Durezza  Hardness : HRC 61/64

Esempio di ordinativo con nostro codice
 Example of purchase order using our code 

Punzoni TR HSS
HSS TR punches

1.5 x 80
9 x 160

Codice
 Code 

3PUTR
3PUTR

Materiale
 Material 

HSS
HSS

Misure
 Measures 

0150080
0900160

D1 h6 D2 K Codice Fresa
Milling cutter code

L1

80 100 125 160

1.5
2.5

2

0150
• •

1.6 / 1.9 •

2
3.2 0200

• •

2.1 / 2.4 •

2.5
3.8 0250

• •

2.6 / 2.9 •

3
5 0300

• •

3.1 / 3.4 •

3.5
6

0350

• •

3.6 / 3.9 •

4
6.5

3

• • •

4.1 / 4.4 •

4.5
7

• •

4.6 / 4.9 •

5
8

0500

• • •

5.1 / 5.4 •

5.5
8.5

• •

5.6 / 5.9 •

6
9

• • •

6.1 / 6.4 •

6.5

10

0650
• •

6.6 / 6.9 •

7
0700

• • •

7.1 / 7.4 •

7.5

11

0650
• •

7.6 / 7.9 •

8
0700

• • • •

8.1 / 8.4 •

8.5

13

0850
• •

8.6 / 8.9 •

9
0900

• • • •

9.1 / 9.4 •

9.5
14 0850

• •

9.6 / 9.9 •

+0 
-0.2

-0 
+0.5

±0.1

- Milling cutter to create reinforced head punch seats page A-17
- Stepped punches page A-22

- Frese per esecuzione sedi punzoni pagina A-17 
- Punzoni ribassati pagina A-22


